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KJWW ENGINEERING CONSULTANTS
Mechanical/Electrical/Plumbing Engineer

623 26TH AVENUE
ROCK ISLAND, ILLINOIS 61201
309.788.0673 Telephone
309.786-5967 Fax

35% REVIEW SUBMISSION (NOT FOR CONSTRUCTION) 11/22/10

GRAEF
Civil Engineer/Landscape Architect

332 SOUTH MICHIGAN, SUITE 1400
CHICAGO, ILLINOIS 60604-4367
312.582.2020 Telephone
312.939.7014 Fax

TERRACON
Geotechnical Engineer

2640 12TH STREET SW
CEDAR REAPIDS, IOWA 52404
319.366.8321 Telephone
319.366.0032  Fax

WALKER PARKING CONSULTANTS
Structural Engineer

505 DAVIS ROAD
ELGIN, ILLINOIS  60123
847.697.2640 Telephone
847.697.7439 Fax

FAITHFUL+GOULD
Cost Management

222 SOUTH RIVERSIDE PLAZA, SUITE 2240
CHICAGO, ILLINOIS 60606
312.612.6319  Telephone
312.655.9037 Fax

Copyright  C  2010 Loebl Schlossman & Hackl Inc.

www.lshdesign.com
312.565.5912  Facsimile

Suite 3000
Chicago, Illinois  60601

233 North Michigan Avenue

312.565.1800  Telephone

75% REVIEW SUBMISSION (NOT FOR CONSTRUCTION) - COST ESTIMATE 01/19/11

75% REVIEW SUBMISSION (NOT FOR CONSTRUCTION) 02/03/11

100% REVIEW SUBMISSION (NOT FOR CONSTRUCTION) 04/11/11

ERS JFP

400 CAR PARKING GARAGE

IOWA CITY, IA

06/10/2011

Iowa City VA Healthcare System
Department of Veterans Affairs Medical Center

636-402
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LANDSCAPE DETAILS

LOOSEN SUBSOIL W/PICK TO ENSURE POROSITY

EXCAVATE PLANTING PIT TWICE THE DIAMETER
OF BALL & 6" GREATER IN DEPTH

PLACE 6" PLANTING SOIL IN PLANTING PIT & FOOT TAMP
SELECT BEST VIEWING ANGLE, LIFT STOCK
BY BALL & PLACE IN PLANTING PIT

UNWRAP TOP HALF OF ROOT BALL
BACKFILL TO FINISHED GRADE WITH
PLANTING SOIL & TAMP

FLOOD IMMEDIATELY & WATER FREQUENTLY
AS DESCRIBED IN WRITTEN SPECIFICATION

PLANT SIZES SPECIFIED ARE MINIMUM ACCEPTABLE

FORM 3" SAUCER TO ENCIRCLE STOCK &
FILL WITH 3" SHREDDED PINE MULCH

FLOOD IMMEDIATELY & WATER FREQUENTLY PER WRITTEN 
SPECIFICATIONS

LANDSCAPE CONTRACTOR SHALL IMPORT 6" (MIN)  PLANTING SOIL

PLANT SIZES SPECIFIED ARE MINIMUM ACCEPTABLE

6" MIN PLANTING SOIL

GROUND COVER/PERENNIAL
OR ORNAMENTAL GRASS

3" HARDWOOD MULCH

THRU-OUT GROUND COVER/PERENNIAL/ORNAMENTAL GRASS BED.

GRID & INSET PLANT MATERIAL @ SPACING AS
SHOWN PER PLANT MATERIALS SCHEDULE
HAND BROADCAST UNIFORM 3" HARDWOOD MULCH THRU-OUT
GROUND COVER/PERENNIAL/ORNAMENTAL GRASS BED

UNDISTURBED SUBGRADE

PLANTING SOIL MIX
SEE SPECIFICATION FOR
SOIL DEPTH AND MIXTURE

PLANTING
BED

90^ SHOVEL CUT EDGE
@ 4" MIN. DEPTH TO
RETAIN MULCH

HOLD MULCH 1" MAX
BELOW FINISH
GRADE OF LAWN

ADJACENT
LAWN

SHREDDED HARDWOOD MULCH
3" MIN. DEPTH

PLANTING SOIL MIX
SEE SPECIFICATION FOR
SOIL DEPTH AND MIXTURE

UNDISTURBED SUBGRADE

PLANTING
BED

SHOVEL CUT EDGE
@ 4" MIN. DEPTH ALONG
EDGE OF CONC
(DO NOT UNDERMINE
STONE BASE BENEATH
CONCRETE PAVING)

HOLD MULCH 1" MAX
BELOW TOP OF WALK

ADJACENT
PAVING

PLANTING SOIL MIX
SEE SPECIFICATION FOR
SOIL DEPTH AND MIXTURE

UNDISTURBED SUBGRADE

SHOVEL CUT EDGE
@ 4" MIN. DEPTH
ALONG BACK SIDE
OF CURB

HOLD MULCH 1" MAX
BELOW TOP OF CURB

SHREDDED HARDWOOD MULCH
3" MIN. DEPTH SHREDDED HARDWOOD MULCH

3" MIN. DEPTH

LANDSCAPE CONTRACTOR SHALL ESTABLISH VIGOROUS GROWTH AND
MOW & MAINTAIN AS DESCRIBED IN WRITTEN SPECIFICATION.

PRIOR TO SPREADING, THE LANDSCAPE CONTRACTOR SHALL CLEAN
TOPSOIL OF ROOTS/STONES/FOREIGN MATTER & AMEND W/
SPECIFIED PRODUCTS TO ACHIEVE 6.0 TO 7.0 PH ACTIVITY

LANDSCAPE ARCHITECT SHALL APPROVE FINISHED LAWN GRADE @
UNIFORM, NATURAL SLOPES PRIOR TO THE SEWING OF SEED.

SEED BLEND & APPLICATION PROCEDURES ARE DESCRIBED IN
WRITTEN SPECIFICATION

2" TOPSOIL MIN.

EXISTING TOPSOIL WILL BE STOCKPILED ON SITE FOR DISTRIBUTION
BY LANDSCAPE CONTRACTOR

TURF GRASS SEED BLEND

LOOSEN SUBSOIL W/PICK TO ENSURE POROSITY

LOOSEN SUBSOIL W/PICK TO ENSURE POROSITY

TRUNK
FLARE

PLANTING
SOIL
UNDISTURBED
SOIL

SELECT BEST VIEWING ANGLE, LIFT STOCK BY
BALL & PLACE IN PLANTING PIT

SECURE TREE WITH TWO (2) STAKES AND WIDE
FLEXIBLE TIE MATERIAL

BACKFILL PLANTING PIT WITH PLANTING SOIL
UP TO BASE OF ROOT FLARE/ TOP OF BALL

CUT AND REMOVE ALL STRING AND WIRE,
UNWRAP TOP HALF OF ROOT BALL

GENTLY PACK BACKFILL USING WATER TO
SETTLE SOIL AROUND THE ROOT BALL

FORM 3" SAUCER, 5-6' DIAMETER AROUND TREE
& FILL WITH 3" SHREDDED HARDWOOD MULCH.
KEEP MULCH 1-2 INCHES AWAY FROM TRUNK

PLANT SIZES SPECIFIED ARE MINIMUM
ACCEPTABLE. TREES OVER 3" CALIPER
DO NOT REQUIRE STAKING.

UNDISTURBED
SOIL

PLANTING
SOIL

TRUNK
FLARE

EXCAVATE PLANTING PIT THREE TIMES THE DIAMETER
& APPROXIMATELY THE HEIGHT OF THE BALL DEEP

SELECT BEST VIEWING ANGLE, LIFT STOCK BY
BALL & PLACE IN PLANTING PIT

SECURE TREE WITH TWO (2) STAKES AND WIDE
FLEXIBLE TIE MATERIAL

CUT AND REMOVE ALL STRING AND WIRE, UNWRAP
TOP HALF OF ROOT BALL

BACKFILL PLANTING PIT WITH PLANTING SOIL UP
TO BASE OF ROOT FLARE/ TOP OF BALL

GENTLY PACK BACKFILL USING WATER TO SETTLE
SOIL AROUND THE ROOT BALL

FORM 3" SAUCER, 5-6' DIAMETER AROUND
TREE & FILL WITH 3" SHREDDED HARDWOOD
MULCH. KEEP MULCH 1-2 INCHES AWAY FROM
TRUNK

FLOOD IMMEDIATELY & WATER
FREQUENTLY AS DESCRIBED IN
WRITTEN SPECIFICATION

FLOOD IMMEDIATELY & WATER FREQUENTLY
AS DESCRIBED IN WRITTEN SPECIFICATION

ANNUALS - IN SEASON
4" POTS @ 12"0.C. TRIANGULAR SPACING
APPROVE SELECTION OF ANNUALS WITH OWNER
AT TIME OF PLANTING

BIO-INFILTRATION SEED MIX AVAILABLE FROM JFNew Nursery, or approved equal. 
JFNew "SWALE" seed mix or equal.
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